Installing the Air Baffle

1. Determine the correct hole numbers for mounting the baffle in your system configuration. Refer to the Rackmount Placement Matrix to verify the correct placement.

2. Using a #2 Phillips screwdriver, remove the screws securing the support bracket to the frame then remove the support bracket. Keep the screws for securing the air baffle.

3. Orient the air baffle on the left of the cabinet interior with the slotted flange toward the rear of the cabinet.

4. Using a #2 Phillips screwdriver, secure the air baffle in place at the front and rear with the screws removed in Step 2.

Sun Documentation on the Web
The docs.sun.com web site enables you to access Sun technical documentation on the Web. You can browse the docs.sun.com archive or search for a specific book title or subject at:

http://docs.sun.com

Sun Welcomes Your Comments
You can email your comments to us at: smcc-docs@sun.com
Please include the part number of your document in the subject line of your email.

Note – The air baffle is required only when the number of StorEdge™ A5000s is one less than the maximum allowable configuration. Otherwise, the baffle is not required.

The air baffle is used in the Sun™ Enterprise™ 6500 or 5500 system cabinets or the 68-inch Sun™ Enterprise™ Expansion Cabinet. The baffle replaces the corresponding support bracket in the rack.

If the StorEdge A5000 is placed in the wrong mounting holes, the air baffle will not fit properly. Refer to the Rackmount Placement Matrix to verify the correct mounting holes. The guide is available on the Web by accessing http://docs.sun.com and clicking on the Storage & Peripherals link listed in the Hardware section. If you are unable to access the Web, contact your service provider for the correct mounting hole numbers.