
Air baffles are required when there are three or four Sun™ Enterprise™
4000 or 4500 servers in a Sun Enterprise Expansion Cabinet. There are two
sizes of baffles: a short baffle and a tall baffle. The configurations requiring
baffles use differing numbers of each size baffle as listed in the table that
follows. If the cabinet contains fewer than three chassis, an air baffle is not
required.

The Sun Enterprise 4x00 must be mounted in the expansion cabinet
starting from the bottom of the cabinet. Refer to the Rackmount Placement
Matrix to verify that the chassis have been installed at the correct height.
The document is accessible on the Web at http://docs.sun.com in the
Hardware section under Storage and Peripherals. If you do not have access to
the Web, contact your Sun™ service representative for the correct
mounting holes.When the expansion cabinet contains three chassis, there
should be approximately 1 inch (2.5 cm) of space between each pair of
chassis. It is not necessary to seal these air gaps.

Inventory
Each kit contains:

■ 1 Air baffle plate

■ 4 Screws

Installing an Air Baffle

Note – If the top chassis is not mounted as specified in the Rackmount
Placement Matrix, the air baffle or baffles will not fit properly.

1. Orient the air baffle with the slotted flange toward the rear of the
cabinet and to the right.

2. Secure the air baffle in place with two screws at the front and two
screws at the rear.

Number of 4x00
Chassis

Number of Short
Baffles Number of Tall Baffles

3 2 1

4 1 0

Air baffle

Chassis 3

Chassis 2
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Sun Documentation on the Web
The docs.sun.com web site enables you to access Sun technical
documentation on the Web. You can browse the docs.sun.com archive or
search for a specific book title or subject at:

http://docs.sun.com

Sun Welcomes Your Comments
We are interested in improving our documentation and welcome your
comments and suggestions. You can email your comments to us at:

smcc-docs@sun.com

Please include the part number of your document in the subject line of
your email.
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