Sun Fire™ E2900/V1280 and Netra™ 1280 Systems
Lite Cable Management Arm (CMA-Lite)
Installation Guide

The purpose of a cable management arm is to support and protect cables when you slide the system into or out of a rack.

The Lite Cable Management Arm can fit into racks having a depth as short as approximately 24 in. (600 mm). The longer CMA-800 Cable Management Arm fits into longer racks that have a depth of approximately 31.5 in. (800 mm) or more.

1. Secure the upper and lower pivots to the chassis using the captive screws.

2. Secure the center pivot to the left slide using the captive screws, then attach the cables to the cable management arm.

3. Thread tie-wrap straps through the narrow slots in the cable management arm to fasten cables to the arm.
Accessing Sun Documentation
You can view, print, or purchase a broad selection of Sun documentation, including localized versions, at:
http://www.sun.com/documentation

Contacting Sun Technical Support
If you have technical questions about this product that are not answered in this document, go to:
http://www.sun.com/service/contacting

Sun Welcomes Your Comments
Sun is interested in improving its documentation and welcomes your comments and suggestions. You can submit your comments by going to:
http://www.sun.com/hwdocs/feedback
Please include the title and part number of your document with your feedback:
Sun Fire E2900/V1280 and Netra 1280 Systems Lite Cable Management Arm (CMA-Lite) Installation Guide, part number 817-2679-11