
HVAC Installation
1. Remove the four screws from the top cover (FIGURE 1) using a 5mm allen wrench and remove the cover.

2. Place the HVAC top cover on top of the rack (FIGURE 1), aligning the four holes in the HVAC cover with the four 
holes in the top of the rack. 

3. Attach the HVAC to the rack top with the four screws using the 5mm and 10mm Allen wrenchs provided 
(FIGURE 2).

4. Connect the 350mm air duct (FIGURE 2) to the HVAC of the building.

FIGURE 1 Top Cover Removal and Replacement



FIGURE 2 Installing the HVAC and Air Duct





Accessing Sun Documentation
You can view, print, or purchase a broad selection of Sun documentation, including localized versions, at:

http://www.sun.com/documentation

Third-Party Web Sites
Sun is not responsible for the availability of third-party web sites mentioned in this document. Sun does not endorse and 
is not responsible or liable for any content, advertising, products, or other materials that are available on or through such 
sites or resources. Sun will not be responsible or liable for any actual or alleged damage or loss caused by or in 
connection with the use of or reliance on any such content, goods, or services that are available on or through such sites 
or resources.

Contacting Sun Technical Support
If you have technical questions about this product that are not answered in this document, go to:

http://www.sun.com/service/contacting

Sun Welcomes Your Comments
Sun is interested in improving its documentation and welcomes your comments and suggestions. You can submit your 
comments by going to:

http://www.sun.com/hwdocs/feedback

Please include the title and part number of your document with your feedback:
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