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 In both cases above, the processing status of the pacs.028.001.01 is "Not Processed".

Request for Status Update on a SCT Inquiry
Attempt to match the status request with the original inbound camt.027.001.06 or 
camt.87.001.05.

 Update the "Original Transaction Match Status" corresponding to the inbound 
pacs.028.001.01 as "Matched" when a match is found.

 Update the "Original Transaction Match Status" corresponding to the inbound 
pacs.028.001.01 as "Unmatched" when no match was found.

 In both cases above, the processing status of the pacs.028.001.01 is "Not Processed".

2.5.3 Request for status update on Single or group SCT inquiries or SCT/ SCT 
Inst Recall/ RFRO

The Request for Status Update (pacs.028.001.01) received have the Transaction Information 
tag (FIToFIPmtStsReq/TxInf) repeated for multiple SCT Inquiries or multiple SCT/ SCTInst 
Recall or RFRO. 

 On receiving the pacs.028.001.01 message, for each FIToFIPmtStsReq/TxInf, the 
system matches it with a pending inbound SCT Inquiry (camt.027.001.06 or 
camt.087.001.05) or inbound SCT/ SCT Inst Recall or RFRO (camt.056.001.01).

2.6 Faster Payments Message Browser
2.6.1 Inbound Faster Payments Message Browser 

You can view the message details about the Inbound messages received for  inbound 
transactions for the all the message types - ‘pacs.008, pacs.028, pacs.002, pacs.004, 
camt.056, camt.029 in the message browser screen. 

You can invoke “Inbound Faster Payments Message Browser” screen by typing ‘PFSINBRW’ 
in the field at the top right corner of the Application tool bar and clicking on the adjoining arrow 
button. 
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You can search for the records using one or more of the following parameters:

 Original Message ID
 End to End ID
 Transaction ID
 Transaction Reference No
 Message ID
 Message Date
 Message Status
 Network Code
 Creditor IBAN
 Debtor IBAN
 Debtor Bank Code
 Message Type
 Transaction Branch

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the following search criteria. 

Double click a record or select a record and click on Details button to view the detailed 
maintenance screen. 

2.6.1.1 View Message

You can view the message generated for a specific record by clicking the ‘View Message’ tab 
in the left corner of the screen.
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2.6.1.2 View NR Data

You can view the NR Data message screen (PFDNOMSG) for a specific record by clicking 
the ‘View Message’ tab in the screen.

2.6.2 Outbound Faster Payments Message Browser 

You can invoke “Outbound Faster Payments Message Browser” screen by typing 
‘PFSOTBRW’ in the field at the top right corner of the Application tool bar and clicking on the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Message ID
 End to End Identification
 Network Code
 Creditor Bank Code
 Message Date
 Message Type
 Debtor IBAN
 Transaction Branch
 Sender Transaction ID
 Message Status
 Creditor IBAN
 Delivery Status

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

You can perform below actions:

2.6.2.1 View Message

You can view the corresponding message for a specific record by clicking the ‘View Message’ 
tab in the screen.
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2.6.2.2 View Notification

You can view the Notification message screen (PFDNTMSG) for a specific record by clicking 
the ‘View Notification’ tab in the screen.

2.6.2.3 View Technical ACK

You can view the Technical ACK message screen (PFDACMSG) for a specific record by 
clicking the ‘View Message’ tab in the screen.
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2.6.2.4 View NR Data

You can view the NR Data message screen (PFDNOMSG) for a specific record by clicking 
the ‘View Message’ tab in the screen.

2.6.3 SEPA Messaging Preferences 

A file type preference field is provided in this maintenance to decide whether CSM based bulk 
messages to be generated or ISO messages. This is an optional maintenance. If this 
maintenance is not available, the system generates EBA specific SEPA files 

You can access the ‘SEPA Messaging Preferences’ Screen by typing ‘PMDSEPAM’ in the field in 
the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Host Code
System defaults the host code of transaction branch on click of ‘New’.

Network Code
Specify the Network Code from the list of values. 

Network Type
Defaults the description of the selected Host Code.

Network Description
Defaults the description of the selected Host Code.

File Format Details

Non-CSM based files
Select the value between Yes or No.

2.6.3.1 SEPA Messaging Preferences Summary

You can invoke the ‘SEPA Messaging Preferences Summary’ screen by typing ‘PMSSEPAM’ 
in the field at the top right corner of the application toolbar and clicking the adjoining arrow 
button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Network Code
 Non-CSM based files
 Record Status
 Network Type

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.6.4 SEPA Routing Directory 

You can access the ‘SEPA Routing Directory’ Screen by typing ‘PMDSEPAD’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Participant Bank BIC
Specify the Participant Bank BIC from the list of values. All valid BICs are listed from BIC 
directory.

Bank Name
System defaults the Bank Name on the Participant Bank BIC selected.

City
System defaults the City on the Participant Bank BIC selected.

Country
System defaults the Country Code on the Participant Bank BIC selected.

Scheme
Select the Scheme from the following values:

 SCT
 SDD CORE
 SDD B2B
 SCT INST

Channel ID
Specify the Channel ID.

Preferred Channel
Select the Preferred Channel between Yes or No.

Participant Type
Select the Participant Type from the following values:

 Direct
 Indirect
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Intermediary BIC
This field is enabled to specify only if the participation type is 'Indirect'. All valid BICs already 
available in PMDSEPAD maintenance with participation type as 'Direct' are listed.

Start Date
Select the Start Date.

End Date
Select the End Date.

2.6.4.1 SEPA Routing Directory Summary 

You can invoke the ‘SEPA Routing Directory Summary’ screen by typing ‘PMSSEPAD’ in the 
field at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Participant Bank BIC
 Channel ID
 Record Status
 Scheme
 Country

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 
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2.7 Alliance Gateway Instant (AGI) Integration 
SWIFTNet Instant is a messaging service by SWIFT to provide participants access to Instant 
Payment CSMs. At the moment there are two Instant Payment CSMs that are accessible 
through SWIFTNet Instant, namely EBA RT1 (SEPA Instant) and TIPS. It is mandatory that 
participants install Alliance Gateway Instant (AGI) software on their hosts (or virtual 
machines) in their data centres to access the SWIFTNet Instant messaging service. AGI acts 
as a local communication gateway between OBPM and the SWIFT network.

AGI can exchange ISO 20022 messages with back-office applications like OBPM using 
several methods. There are 5 message primitives that are sent/received to/from AGI, namely:

1. SendRequest - To send traffic, the Participant's back-office application puts the 
SendRequest messages into the emission queue that are consumed by AGI.

2. ReceiveIndication - When receiving traffic from the SWIFT network, AGI puts the 
ReceiveIndication messages to reception queue that is consumed by the Participant's 
back-office application.

3. Notify - The Notify message is generated by the local (sending) AGI once the message 
has been put on the network.

4. TechnicalACK - The TechnicalACK is generated (and sent back to) by the receiving AGI 
once the message has been put on the reception queue of the receiver.

5. NRData - NRData is for the purpose of non-repudiation. NR data (signature information) 
is provided either as part of the Notify (for senders) or as part of the ReceiveIndication (for 
receivers). Optionally, you can receive non-repudiation data as a separate message 
(NRData) in a specific queue, so that the payment application is not required to process 
the signatures on received traffic or notifications. Since the signature size is typically 
larger than the actual message, it also optimizes the flow towards the Payment 
Application. For senders, the NRData is provided as a separate message if NR Data 
queue is configured and “NotificationRequired” in the SendRequest is set as “A”. For 
receivers, the NRData is provided as a separate message if NR Data queue is configured.

2.7.1 AGI Adapter Maintenance 

You can define a partner with the Emission profile and the Reception profile, using this 
screen.

You can access the ‘AGI Adapter Maintenance Detailed’ Screen by typing ‘PFDAGADM’ in the field 
in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Partner Name
Specify the Name of the Partner.

Description
Specify the Partner description.

Host Code
System defaults the host code of transaction branch on click of ‘New’.

Communication

Emission Profile
Specify the Emission Profile from the list of values. Emission Profiles maintained in 
PFDAGEQM are listed.

Reception Profile
Specify the Reception Profile from the list of values. Reception Profiles maintained in 
PFDAGRQM are listed.

2.7.1.1 AGI Adapter Maintenance Summary

You can invoke the ‘AGI Adapter Maintenance Summary’ screen by typing ‘PFSAGADM’ in 
the field at the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Partner Name

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.7.2 AGI Adapter Network Maintenance 

This screen links a Partner with a Network code corresponding to the Instant Payment.

You can access the ‘AGI Adapter Network Maintenance Detailed’ Screen by typing ‘PFDAGANM’ in 
the field in the top right corner of the application tool bar and clicking on the adjoining arrow 
button.
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You can specify the following details:

Host Code
System defaults the host code of transaction branch on click of ‘New’.

Host Description
Defaults the description of the selected Host Code.

Partner Name
Specify the Partner Name from the list of values. 

Partner Description
Defaults the description of the selected Partner Name.

Network Code
Specify the Network Code from the list of values. Lists all Network Code corresponding to the 
Instant Payment network.

Network Description
Defaults the description of the selected Network Code.

2.7.2.1 AGI Adapter Network Maintenance Summary

You can invoke the ‘AGI Adapter Network Maintenance Summary’ screen by typing 
‘PFSAGANM’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Host Code
 Partner Name
 Network Code

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.7.3 AGI LAU Key Maintenance

A default AGI LAU key is maintained in the main screen. A BIC8 specific LAU Key can be 
maintained by selecting “BIC LAU Key”.

You can access the ‘AGI LAU Key Maintenance Detailed’ Screen by typing ‘PFDAGLUM’ in the field 
in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Host Code
System defaults the host code of transaction branch on click of ‘New’.

Host Description
Defaults the description of the selected Host Code.

Partner Name
Specify the Partner Name from the list of values. 

Partner Description
Defaults the description of the selected Partner Name.

AGI LAU Key A

Key Id
This field Identifies the key used for calculating the HMAC. Select the value from following:

 A
 B

Key First Part
Specify the First part of the LAU key.

Key Second Part
Specify the Second part of the LAU key.

Start Date
Specify the Start Date of the LAU Key.

AGI LAU Key B

Key Id
This field Identifies the key used for calculating the HMAC. Select the value from following:

 A
 B
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Key First Part
Specify the First part of the LAU key.

Key Second Part
Specify the Second part of the LAU key.

Start Date
Specify the Start Date of the LAU Key.

BIC LAU Key
On clicking the BIC LAU Key button, the below sub screen is launched. The BIC8 specific LAU 
Keys are maintained using this screen. If there is no BIC8 LAU key maintained, the default 
LAU key is used.

2.7.3.1 BIC LAU Key

Sending Bank Identifier
Specify the BIC8 of the Sending Bank.

Key Id
This field Identifies the key used for calculating the HMAC. Select the value from following:

 A
 B

Key First Part
Specify the First part of the LAU key.

Key Second Part
Specify the Second part of the LAU key.

Start Date
Specify the Start Date of the LAU Key.

2.7.3.2 AGI LAU Key Maintenance Summary

You can invoke the ‘AGI LAU Key Maintenance Summary’ screen by typing ‘PFSAGLUM’ in 
the field at the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Partner Name

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.7.4 AGI Emission MQ Profile Maintenance

You can access the ‘AGI Emission MQ Profile Maintenance’ Screen by typing ‘PFDAGEQM’ in the 
field in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Emission Profile Name
Specify the Name of the Emission Profile. 

Description
Specify the Emission Profile Description.

Profile Type
Select the Profile Type from the following values:

 TEST
 PROD

Preferences

Queue Profile
Specify the Identification of a Queue Profile from the list of values.

SendRequest Queue Name
Specify the Queue name to write the SendRequest message.

Notification Required
This field indicates if a Notify can be returned by AGI. Select the Notification Required from 
the following values:

 Always
 Not Required
 On Error

TechnicalACK Required
This field indicates if a TechnicalAck can be returned by AGI. Select the TechnicalACK 
Required from the following values:

 Always
 Not Required
 On Error

Separate NRData Required
This field indicates if NRData is returned as a separate message by AGI. Select the Separate 
NRData Required from the following values:

 Yes
 No

TechnicalACK / Notify Queue Name
Specify the TechnicalACK / Notify Queue Name.

NRData Queue Name
Specify the NRData Queue Name.

Properties

Protocol Version
Specify the current Protocol Version.

Additional Information
Specify the Additional Information provided to the receiver.
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Service Name
Specify the Service for which the message is sent.

Receiver DN
Specify the name of the party that receives the message.

Bank Identifier
On clicking the “Bank Identifier” button in the main screen, the ‘Emission Bank Identifier’ sub 
screen is launched. The BIC8 and the Sender DN to be used in the SendRequest message 
can be defined in this screen. For more information, refer to Section 2.7.4.1, "Emission Bank 
Identifier".

TechnicalACK / Notify Preferences
On clicking the “TechnicalACK/ Notify preferences” button in the main screen, the 
‘TechnicalACK / Notify Preferences’ sub screen is launched. The preferences for 
TechnicalACK and Notifications can be defined for each Message Type in this screen. The 
entries in the “TechnicalACK/ Notify preferences” screen overrides the preferences in the 
main screen. For more information, please refer to Section 2.7.4.2, "TechnicalACK / Notify 
Preferences".

2.7.4.1 Emission Bank Identifier 

Sending Bank Identifier
Specify the BIC8 of the Sending Bank from the list values. All valid BICs are listed here.

Sender DN
Specify the Name of the party sending the message, in the format of a DN.
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2.7.4.2 TechnicalACK / Notify Preferences 

Specify the following field details:

Preferences

Message Type
Specify the Message Type from the list of values. Valid ISO 20022 message type like 
pacs.008, pacs.004 etc are listed.

Notification Required
This field indicates if a Notify is returned by AGI. Select the Notification Required from the 
following values:

 Always
 Not Required
 On Error

TechnicalACK Required
This field indicates if a TechnicalAck is returned by AGI. Select the TechnicalACK Required 
from the following values:

 Always
 Not Required
 On Error

TechnicalACK / Notify Queue Name
Specify the TechnicalACK / Notify Queue Name.

Separate NRData Required
This field indicates if NRData is returned as a separate message by AGI. Select the Separate 
NRData Required from the following values:

 Yes
 No

NRData Queue Name
Specify the NRData Queue Name.



2-66

2.7.4.3 AGI Emission MQ Profile Maintenance Summary

You can invoke the ‘AGI Emission MQ Profile Maintenance Summary’ screen by typing 
‘PFSAGEQM’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Emission Profile Name

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.7.5 AGI Reception MQ Profile Maintenance

You can access the ‘AGI Reception MQ Profile Maintenance Detailed’ Screen by typing ‘PFDAGRIP’ 
in the field in the top right corner of the application tool bar and clicking on the adjoining arrow 
button.
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You can specify the following details:

Reception Profile Name
Specify the Name of the Reception Profile. 

Description
Specify the Emission Profile Description.

Profile Type
Select the Profile Type from the following values:

 TEST
 PROD

Preferences

Queue Profile
Specify the Identification of a Queue Profile from the list of values.

Receive Indication Queue Name
Specify the Queue name to write the ReceiveIndication message.

Separate NRData Required
This field indicates if NRData is returned as a separate message by AGI. Select the Separate 
NRData Required from the following values:

 Yes
 No

NRData Queue Name
Specify the NRData Queue Name.

Detailed Preference
On clicking the “TechnicalACK/ Notify preferences” button in the main screen, the below sub 
screen is launched. The preferences for TechnicalACK and Notifications can be defined for 
each Message Type in this screen. The entries in the “TechnicalACK/ Notify preferences” 
screen will override preferences in the main screen.
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2.7.5.1 Receive Indication Detailed Preferences

Specify the following field details:

Preferences

Message Type
Select the Message Type from the following values:

 pacs.008
 pacs.004

Receive Indication Queue Name
Specify the Receive Indication Queue Name.

Separate NRData Required
This field indicates if NRData is returned as a separate message by AGI. Select the Separate 
NRData Required from the following values:

 Yes
 No

NRData Queue Name
Specify the NRData Queue Name.

2.7.5.2 AGI Reception MQ Profile Maintenance Summary

You can invoke the ‘AGI Reception MQ Profile Maintenance Summary’ screen by typing 
‘PFSAGRIP’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Reception Profile Name

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8 FEMS XS Integration
SIAnet XS Service is a secure messaging solution providing multiple messaging services, that 
includes the Instant Messaging eXtended (IMX) service for the “near real time” exchange of 
data (instant messages). SIAnet secure messaging solution provides its services through the 
FEMS XS, a Network Gateway fully developed and managed by SIA in order to fulfill specific 
service needs.

2.8.1 XS Gateway Maintenance

You can access the ‘XS Gateway Maintenance Detailed’ Screen by typing ‘PSDXSMNT’ in the field 
in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

XS Id
Specify the XS Id as identified in SIAnet.

Description
Specify the XS description.

Heart beat Interval
Specify the Time interval (in seconds) configured between two BuHeartbeatReq primitives.

Heart beat Retry Count
Specify the Heartbeat Retry Count. The number of times a BuHeartbeatReq should be send 
In case a BuHeartbeatResp is not received.

Maximum payload size
Specify the Maximum size of the payload that can be included in a ImxSendReq for a XS.

2.8.1.1 XS Gateway Maintenance Summary

You can invoke the ‘XS Gateway Maintenance Summary’ screen by typing ‘PSSXSMNT’ in 
the field at the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 XS Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.2 XP Gateway Pool Maintenance

You can access the ‘XP Gateway Pool Maintenance Detailed’ Screen by typing ‘PSDXPMNT’ in the 
field in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Pool Id
Specify the XS Pool Identifier.

Description
Specify the XS Pool description.

2.8.2.1 XP Gateway Pool Maintenance Summary

You can invoke the ‘XP Gateway Pool Maintenance Summary’ screen by typing ‘PSSXPMNT’ 
in the field at the top right corner of the application toolbar and clicking the adjoining arrow 
button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Pool Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.3 XS Pool Mapping

You can access the ‘XS Pool Mapping Detailed’ Screen by typing ‘PSDXPMAP’ in the field in the 
top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Pool Id
Specify the Identifier of the XS Pool from the list of values. All the XS Pools maintained in 
screen PSDXPMNT are listed.

Gateway

Pool Id
Specify the XS Id as identified in SIAnet from the list of values. All the XS maintained in screen 
PSDXSMNT are listed.

Description
Specify the XS Description.

Default XS
Select the value between Yes or No. This field indicates whether a XS is default or not.

2.8.3.1 XS Pool Mapping Summary

You can invoke the ‘XS Pool Mapping Summary’ screen by typing ‘PSSXPMAP’ in the field at 
the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Pool Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.4 Laukey Maintenance

You can access the ‘Laukey Maintenance’ Screen by typing ‘PSDLKMNT’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.

You can specify the following details:

Lau Key Identification
Specify the Identifier of Lau Key used for HMAC computation.
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Lau Key
Specify the Lau Key used for HMAC computation.

Description
Specify the Description of the Lau Key.

2.8.4.1 Laukey Maintenance Summary

You can invoke the ‘Laukey Maintenance Summary’ screen by typing ‘PSSLKMNT’ in the field 
at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Lau Key Identification
 LAU Key

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.5 Command Queue Profile Maintenance

You can access the ‘Command Queue Profile Maintenance Detailed’ Screen by typing 
‘PSDCQMNT’ in the field in the top right corner of the application tool bar and clicking on the 
adjoining arrow button.
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You can specify the following details:

Profile Id
Specify the Identifier for the Command connection profile.

Description
Specify the Description of the Command connection profile.

Preference

Request Queue JNDI
Specify the JNDI queue name for the Request primitives.

Request Queue Connection
Specify the Queue profile corresponding to the Command Queues from the list of values. All 
the Queue Connection Profiles maintained in screen PMDQPROF are listed.

Response Queue JNDI
Specify the JNDI queue name for the Response primitives.

Response Queue Connection
Specify the Queue profile corresponding to the Response Queues from the list of values.

IND Queue JNDI
Specify the JNDI queue name for the Indication primitives.

IND Queue Connection
Specify the Queue profile corresponding to the Queues from the list of values.

2.8.5.1 Command Queue Profile Maintenance Summary

You can invoke the ‘Command Queue Profile Maintenance Summary’ screen by typing 
‘PSSCQMNT’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Profile Id
 Description

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.6 Data Queue Profile Maintenance

You can access the ‘Data Queue Profile Maintenance Detailed’ Screen by typing ‘PSDDQMNT’ in 
the field in the top right corner of the application tool bar and clicking on the adjoining arrow 
button.
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You can specify the following details:

Profile Id
Specify the Identifier for the Data connection profile.

Description
Specify the Description of the Data connection profile.

Preferences

Queue Connection Profile
Specify the Queue profile corresponding to the Command Queues from the list of values. All 
the Queue Connection Profiles maintained in screen PMDQPROF are listed.

Send Queue JNDI
Specify the JNDI queue name for the ImxSendReq primitive.

Result Queue JNDI
Specify the JNDI queue name for the Response primitives.

Receive Queue JNDI
Specify the JNDI queue name for the ImxReceiveInd primitive.

2.8.6.1 Data Queue Profile Maintenance Summary

You can invoke the ‘Data Queue Profile Maintenance Summary’ screen by typing 
‘PSSDQMNT’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Profile Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.7 Service Master

You can access the ‘Service Master Maintenance’ Screen by typing ‘PSDSVMNT’ in the field in the 
top right corner of the application tool bar and clicking on the adjoining arrow button.

You can specify the following details:

Service ID
Specify the Identifier of a service.
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Description
Specify the Service Description.

2.8.7.1 Service Master Maintenance Summary

You can invoke the ‘Service Master Maintenance Summary’ screen by typing ‘PSSSVMNT’ in 
the field at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Service ID

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.8 EP Maintenance

You can access the ‘EP Maintenance Detailed’ Screen by typing ‘PSDEPMNT’ in the field in the 
top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Network Code
Specify the Network Code corresponding to the Instant Payment network from the list of 
values. All the Network Codes maintained in screen PMDNWMNT are listed.

Host Code
Specify the Host code of the transaction Branch.

Service Id
Specify the Identifier of the service used from the list values. All the Service Identifiers 
maintained in screen PSDSVMNT are listed.

End Point Id
Specify the EP Id as identified by SIAnet.

Description
Specify the End Point Description.

2.8.8.1 EP Maintenance Summary

You can invoke the ‘EP Maintenance Summary’ screen by typing ‘PSSEPMNT’ in the field at 
the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 EP Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.9 Role

You can access the ‘Role Maintenance’ Screen by typing ‘PSDRLMNT’ in the field in the top right 
corner of the application tool bar and clicking on the adjoining arrow button.

You can specify the following details:

Role
Specify the Role Id as identified by SIAnet.



2-83

Role Name
Specify the Name of the Role in SIAnet.

Description
Specify the Description of the Role.

2.8.9.1 Role Maintenance Summary

You can invoke the ‘Role Maintenance Summary’ screen by typing ‘PSSLKMNT’ in the field at 
the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Role

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.10 Domain Master Maintenance

You can access the ‘Domain Master Maintenance Detailed’ Screen by typing ‘PSDDMMNT’ in the 
field in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Domain Id
Specify the Domain Id as identified by SIAnet.

Description
Specify the Description of the Domain.

Role Id
Specify the Role that can be assigned to a BU joining the Domain from the list of values. All 
the Role Ids maintained in screen PSDRLMNT are listed.

2.8.10.1 Domain Master Maintenance Summary

You can invoke the ‘Domain Master Maintenance Summary’ screen by typing ‘PSSDMMNT’ 
in the field at the top right corner of the application toolbar and clicking the adjoining arrow 
button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Profile Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.11 Application Master Maintenance

You can access the ‘Application Master Maintenance Detailed’ Screen by typing ‘PSDAPMNT’ in the 
field in the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Application Id
Specify the Identifier of an Application.

Application Name
Specify the Application Id as defined in SIAnet.

2.8.11.1 Application Master Maintenance Summary

You can invoke the ‘Application Master Maintenance Summary’ screen by typing 
‘PSSAPMNT’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Application Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.12 Domain Application Service Maintenance

You can access the ‘Domain Application Service Maintenance’ Screen by typing ‘PSDASMNT’ in 
the field in the top right corner of the application tool bar and clicking on the adjoining arrow 
button.
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You can specify the following details:

Domain Id
Specify the Domain Id as identified by SIAnet from the list of values. All the Domains 
maintained in screen PSDDMMNT are listed.

Description
Specify the Description of the Domain.

Application Name
Specify the Application Id as defined in SIAnet from the list of values. All the Applications 
maintained in screen PSDAPMNT are listed.

Service Id
Specify the Identifier of a Service from the list of values. All the Service identifiers maintained 
in screen PSDSVMNT are listed.

2.8.12.1 Domain Application Service Maintenance Summary

You can invoke the ‘Domain Application Service Maintenance Summary’ screen by typing 
‘PSSASMNT’ in the field at the top right corner of the application toolbar and clicking the 
adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Application Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.13 BU Maintenance

You can access the ‘BU Maintenance Detailed’ Screen by typing ‘PSDBUMNT’ in the field in the 
top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Business User Id
Specify the BU Id as identified by SIAnet.

Domain Id
Specify the Domain Id as defined in SIAnet from the list of values. All the Network Codes 
maintained in screen PSDAPMNT are listed.

Description
Specify the BU Description.

Receiver Business User Id
Specify the Receiving BU Id provided by SIAnet.

2.8.13.1 BU Maintenance Detailed Summary

You can invoke the ‘BU Maintenance Detailed Summary’ screen by typing ‘PSSBUMNT’ in the 
field at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Bus Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.14 Protocol Version

You can access the ‘Protocol Version Maintenance’ Screen by typing ‘PSDPVMNT’ in the field in 
the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Protocol Identification
Specify the Identifier for the Protocol Version.

Protocol
Select the Protocol from the following list of values:

 EP-XS
 BU-XS
 IMX

Version
Specify the Protocol Version.

2.8.14.1 Protocol Version Maintenance Summary

You can invoke the ‘Protocol Version Maintenance Summary’ screen by typing ‘PSSPVMNT’ 
in the field at the top right corner of the application toolbar and clicking the adjoining arrow 
button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Protocol Identification

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.15 EP-XP Link

You can access the ‘EP-XP Link Detailed’ Screen by typing ‘PSDEXLNK’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

EP Id
Specify the End Point Id as identified by SIAnet from the list of values. All the EP maintained 
in screen PSDEPMNT are listed.

XP Identification
Specify the XS Pool Identifier from the list of values. All the XS Pools maintained in screen 
PSDXPMNT are listed.

CMD Profile Identification
Specify the Identifier for the Command connection profile from the list of values. All the 
Command Profiles maintained in screen PSDCQMNT are listed.

LAU Key Identification
Specify the Identifier for the Identifier of Lau Key used for HMAC computation from the list of 
values. All the Lau Keys maintained in screen PSDLKMNT are listed.

Default LAU Key Identification
Specify the Identifier of Lau Key used for HMAC computation, that is the default Lau Key from 
the list of values. All the Lau Keys maintained in screen PSDLKMNT are listed.

Timeout Seconds
Specify the No. of seconds to wait for a response primitive to arrive. Suggested value is 60 
seconds

Retry Count
Specify the number of times a request primitive to be resubmitted in the event of a timeout or 
an error (where a resubmit is applicable).

Retry Interval
Specify the Retry Interval.

Ex Protocol Identification
Specify the Identifier of the EP-XS Protocol Version from the list of values. All the Protocol 
Versions maintained in screen PSDPVMNT are listed.

2.8.15.1 EP-XP Link Detailed Summary

You can invoke the ‘EP-XP Link Detailed Summary’ screen by typing ‘PSSEXLNK’ in the field 
at the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 EP Id
 XP Identification

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.16 Certificate Maintenance

You can access the ‘Certificate Maintenance Detailed’ Screen by typing ‘PSDCTMNT’ in the field in 
the top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Certificate Id
Specify the ID of the Participant PKI credential available to the XS.

PIN
Specify the PIN of the PKI Credential.

2.8.16.1 Certificate Maintenance Summary

You can invoke the ‘Certificate Maintenance Summary’ screen by typing ‘PSSCTMNT’ in the 
field at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Certificate Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.17 BU-EP Link

You can access the ‘BU-EP Link Detailed’ Screen by typing ‘PSDBXLNK’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Business User Id
Specify the BU Id as identified by SIAnet from the list of values. All the BU maintained in 
screen PSDBUMNT are listed.

Endpoint ID
Specify the EP Id as identified by SIAnet from the list of values. All the EP maintained in 
screen PSDEPMNT are listed.

Data Profile Id
Specify the Identifier for the Data connection profile from the list of values. All the Data Profiles 
maintained in screen PSDDQMNT are listed.

Timeout Seconds
Specify the No. of seconds to wait for a response primitive to arrive. Suggested value is 60 
seconds.

Retry Count
Specify the number of times a request primitive to be resubmitted in the event of a timeout or 
an error (where a resubmit is applicable).

Retry Interval
Specify the Retry Interval.

BU-XS Protocol Version Id
Specify the Identifier of the BU-XS Protocol Version from the list of values. All the Protocol 
Versions maintained in screen PSDPVMNT are listed.

IMX Protocol Version Id
Specify the Identifier for the IMX Protocol Version from the list of values. All the Protocol 
Versions maintained in screen PSDPVMNT are listed.

Certificate Id
Specify the Identifier of the digital certificate to be used by the Participant in the Domain from 
the list of values. All the Certificates maintained in screen PSDCTMNT are listed.
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2.8.17.1 BU-EP Link Summary

You can invoke the ‘BU-EP Link Summary’ screen by typing ‘PSSEXLNK’ in the field at the top 
right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 BU Id
 EP Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.18 Flow Master

You can access the ‘Flow Master Detailed’ Screen by typing ‘PSDFWMNT’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Flow Id
Specify the Flow Id as identified by SIAnet.

Flow Name
Specify the Description of the Domain.

Message Type
Specify the Business Message Type as defined by the CSM (pacs.008, pacs.004 etc) from 
the list of values. All valid ISO 20022 payment message types relevant for Instant Payments 
are displayed.

Domain Id
Specify the Identifier of the Domain from the list of values. All the Network Codes maintained 
in screen PSDDMMNT are listed.

2.8.18.1 Flow Master Summary

You can invoke the ‘Flow Master Summary’ screen by typing ‘PSSFWMNT’ in the field at the 
top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Flow Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.19 Role to Flow Mapping

You can access the ‘Role to Flow Mapping’ Screen by typing ‘PSDRFMAP’ in the field in the top 
right corner of the application tool bar and clicking on the adjoining arrow button.

You can specify the following details:

Role Id
Specify the Role Id as identified by SIAnet from the list of values. Lists the Roles maintained 
in PSDRLMNT.
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Flows

Flow Id
Specify the Flow Id as identified by SIAnet from the list of values. Lists the Roles maintained 
in PSDRLMNT.

2.8.19.1 Role to Flow Mapping Summary

You can invoke the ‘Role to Flow Mapping Summary’ screen by typing ‘PSSRFMAP’ in the 
field at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 Flow Id
 Role

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.20 EP-XS Link Status

You can access the ‘EP-XS Link Status’ Screen by typing ‘PSDEXSTS’ in the field in the top right 
corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Endpoint Id
Specify the Identifier for the BU as identified by SIAnet.

Pool Id
Specify the Identifier of the XS Pool.

XS Id
Specify the Identifier of the XS Pool.

Current Status
Specify the Current status of the EP-XS Link.

Action
Specify the Application states for the EP-XS Link from the following values:

 Log On
 Log Off

2.8.20.1 EP-XS Link Status Summary

You can invoke the ‘EP-XS Link Status Summary’ screen by typing ‘PSSEXSTS’ in the field 
at the top right corner of the application toolbar and clicking the adjoining arrow button.
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You can search for the records using one or more of the following parameters:

 Authorization Status
 Record Status
 EP Id
 XS Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 

2.8.21 BU-XS Link Status

You can access the ‘BU-XS Link Status Detailed’ Screen by typing ‘PSDBXSTS’ in the field in the 
top right corner of the application tool bar and clicking on the adjoining arrow button.
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You can specify the following details:

Endpoint ID
Specify the EP Id as identified by SIAnet from the list of values.

Business User Id
Specify the BU Id as identified by SIAnet from the list of values.

Pool Id
Specify the Identifier of the XS Pool.

XS Id
Specify the Description of the Domain.

Current Status
Specify the Current status of the BU-XS Link.

Action
Specify the Application states for the BU-XS Link from the following values:

 Subscribe
 Unsubscribe
 Open

Apply to XS Pool
Check the Apply to XS Pool.

2.8.21.1 BU-XS Link Status Summary 

You can invoke the ‘BU-XS Link Status Summary’ screen by typing ‘PSSBXSTS’ in the field 
at the top right corner of the application toolbar and clicking the adjoining arrow button.

You can search for the records using one or more of the following parameters:

 Authorization Status
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 Record Status
 End Point Id
 XS Id
 Business User Id

Once you have specified the search parameters, click ‘Search’ button. The system displays 
the records that match the search criteria. Double click a record to view the detailed 
maintenance screen. 
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